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SECTION 1

INTRODUCTION

Numerous applications of structural materials involve or impact types
of loading. In order to design or analyze dynamically loaded structures
more accurately, it is necessary to know the mechanical properties of

the materials involved at the strain rates to which the structural

components are subjected. It is well known that the me~chanical properties
of most materials are Influenced to some extent by strain rate. The

magnitude of such strain rate effects, especially' in metals, has been a
topic of numergus researchers since the 1950's. Progress in this area

has been hampered, however, by the lack of reliable test techniques for
determining the mechanical properties of materials at high strain rates.

One of the major breakthroughs in this area was the development of the

Kolsky apparatus or split Hopkinson bar for high strain rate compression
testing (Reference 1). In this technique, a small cylindrical specimen

is sandwiched between two long bars. A compression pulse, generated by
impact from a third bar or some type of explosive detonation, propagates

down one of the long bars and through the specimen into the second bar.

The bars remain elastic, although the specimen is deformed into the

inelastic region because of tChe impedance mismatch. The equations of

elastic wave propagation in long rods along with the recorded strain gage

signals from the two bars are used to determine the time history of both
force arnd displacement at the ends of the rods contacting the specimen.

Subject to the assumptions and limitation: )f the technique (Reference 2),
dynamic stress-strain curves in compression can be obtained at strain

rates exceeding 1

Over a period of several decades, a number of investigators have

reported data on compressive high strain rate properties of a variety

of materials using this technique (References 3, 4, and 5). There have

also been several attempts to generate high strain rate tensile
properties using modifications of the Koisky apparat-is. Lindholm and

Yeakley (Reference 6) utilized a complex hat type specimen which is

really a set of four very small tensile bars in parallel. They used

two Hopkinson bars as in the compression test, but one was a solid bar
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while the other was a hollow tube having the same cross sectional area.

Christman, et al. (Reference 7) used another mrdification of the

Kolsky apparatus in which a compressive pulse was generated in a hollow

tube which was attached to a solid inner rod by a mechanical joint.

The compressive pulse reflected at the free end through the joint and

returned as a tensile pulse through the solid inner rod. A threaded

specimen attached to the solid inner Hopkinson bars achieved the tensile

equivalent of the Kolsky apparatus for compression and the test was

analyzed in the same manner as for the compression split Hopkinson bar.

A similar setup was described earlier by Hauser (Reference 8). Harding,

Wood, and Campbell (Reference 9) appear to be one of the first to demon-

strate this technique for high rate tensile testing. Strain rates of

over 1000 s-l were achieved in an apparatus where loading etccentricity is

minimized and stress accuracy of +5 per cent is achieved. Although

these are relatively simple and direct methds for generating high rate

tensile data, they suffer from the ability to generate tensile waves

having very short rise times because of the wave dispersion at a mechanical

joint. More recently, Albertini and Montagnani (Reference 10) utilized

both an explosive loading device and rapid fracture of a clamp in a

prestressed bar to generate tensile pulses in a split Hopkinson bar

apparatus using e threaded specimen and achieved rise times of

approximately 25 ws. The Materials Laboratory has been involved in

investigations of the dynamic behavior of materials for over a decade.

As a part of this program, a tensile version of a split Hopkinson bar was

developed and utilized for evaluating the dynamic tensile properties of

several grades of beryllium (Reference ll). Over an extended period of

time, numerous structural materials have been evaluated in tension at

high rates of strain utilizing that apparatus and subsequent modifications.

This report is a compilation of data generated over a number of years on

various materials. Dynamic stress-strain data were obtained at strain

rates up to 103s-l. A complete description of the apparatus and a

discussion of its use and limitations is included for completeness.

21
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SECTION 11

APPARATUS AND INSTRUMENTATIO14

The apparatus consists principally of a striker bar and two Hopkinson
pressure bars mounted and aligned on a rigid base as shown schematically
in Figure 1. Bar No. 1 is twice the length of bar No. 2, while the
striker bar is less than half the length of bar No. 2. In the experiments
reported here 0.5" diameter (12.7 mmn) AISI 4130 steel bars uf lengths
2.5, 6, and 12 feet (.06, .15, and .30 m) were used. The ends of each
bar were heat treated to a hardness of Rc 1 47. Figure 2 is a Lagrangian
x-t diagram which shows the details of the wave propagation in the bars and
indicates how the experiment is performed. The striker bar is accelerated
against bar No. 1,* the impact generating a compression pulse whose amplitude
depends on the striker velocity and whose length is twice the longitudinal
elastic wave transit time in the striker bar. The pulse travels down the
bar until it reaches the specimen. The threaded tensile specimen of
Figure 3 is attached to the two pressure bars as shown in detail "A" of
Figure 1. After the specimen has been screwed into the two bars, a
split shoulder is placed over the specimen and the specimen is screwed
in until the pressure bars are snug against the shoulder. The shoulder
is made of the same material as the pressure bars, has the same outer
diameter of 0.5" 12.7 mm), and has an inner diameter just sufficient to
clear the specimen of .25" (6.4 nun). The ratio of the cross-sectional

area of the shoulder to that of the pressure bars is 3:4 while the ratio
of the area of the shoulder to the net cross-sectional area of the
specimen is 12:1. The cornpres-ion pulse travels through the composite
cross-section of shoulder and specimen in an essentially undispersed manner.
The tightening of the specimen by twisting the pressure bars, the
relatively loose fit of the threaded joint of the specimen into the bars,
and the large area ratio of shoulaer to speciffen all help to insure that
no compression beyond the elastic limit is transmitted to the specimen.
In effect, the entire compression pulse passes through the supporting
shoulder as if the specimen were not present. Referring again to
Figure 2, the compression pulse continues to propagate until it reaches

the free end of bar No. 2. There, it reflects and propagates back r- a

3
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tensile pulse, shown as ci, as it passes gage No. 2. The tensile pulse,
upon reaching the specimen at point A, is partially transmitted through

the specimen (Et) and partially reflected bdck into bar No. 2 (';rl. Note
that the shoulder, which carried the entire compressive pulse around the
specimen, is unable to support any tensile loads because it is not
fastened in any manner to the bars.

In performing the experiments, a tight fitting nylon cylinder or

collar, approximately 611 (150 nmm) long, is slipped over the split shoulder
around the specimen and the two ends of the Hopkinson bars to insure

accurate axial alignment. In all of the Hopkinson bar tests where
specimens were loaded to failure, the failure was always within the
gage section, generally within one diameter of the center of the specimen,

No failures were experienced at the fillet radii of the specimen or in

the threaded section.

The experimental setup at the instant the tensile pulse is reflected
from the free end and starts to propagate back down the bar is identical

to the compression split Hopkinson bar apparatus except for the change
in sign of the loading pulse and the use of a threaded joint to attach

the specimen as opposed to the use of a cylindrical compression specimen.
In essence, the shoulder is no longer there. Referring to the incident
';ensile pulse as ci, the pulse transmitted through the specimen and down
bar No. 1 as ctand the reflected pulse e i.. the Hopkinson bar equations
are identical to those of the compression test (References 2 and 3).

us 2c ft crdt (1)

FS EAc (2)

where us is displacement in the specimen, FS specimen force, c the
longitudinal wave speed in the bar. E Young's modulus, and A the cross-
sectional area of the pressure bar.

4L~t
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The strain gage bridge on bar No. 2 is located at the center of that
bar while the gages on bar No. 1 are at the quarter point, precisely
equidistant from the specimen as gage No. 2. In this manner, the
transmitted and reflected pulses are time coincident (see Figure 2).

The striker and pressure bar lengths have been chosen so that no
spurious reflections interfere with the three pulses being recorded during
the experiment (ci, Er, iand ct). Referring again to the wave diagram of
Figure 2, it can be seen that the entire compression pulse traveling down

the bars due to the striker bar impact has passed gage No. 2 before the
tensile pulse; ci, arrives at the gage. In a similar manner, the complete
incident pulse, ei, passes the gage before the reflected pulse, Yr
arrives. The first pressure bar has been chosen very long to avoid any
strain gage signals due to possible small wave reflections from the
shoulder and specimen interface interfering with the recording of the
transmitted pulse, et with gage No. 1. That possible reflection is
shown as a dashed line in the wave diagram. The entire tens-;e loading
of the specimen takes place between points A and B in the wave diagram.

The two pressure bars are each instrumented with two active arm

strain gage bridges, to cancel bending, which are powered by a stable DC
power supply. The three pulses, c1, CEr, and eare recorded on d dual-
beam oscilloscope by delaying the second beam with respect to the first
by an amount equal to the wave transit time between the strain gage
bridges. The two traces, er and etwhich are time coincident by virtue
of the placement of the gages equidistant from the specimen, are recorded
by using the chopped mode of the oscilloscope preamplifier. A typical
set of strain gage traces is shown in Figure 4a.

An X-Y oscilloscope is used to record directly a load-displacement
curve. The signal from gage No. 2 is electronically integrated using the
circuit diagramed in Figure 5 and fed to the X axis of the oscilloscope.
The signal from the other gage, proportional to load in the specimen, is
fed to the Y axis. Displacement rate is proportional to the reflected
pulse, cr, and is obtained from the dual-beam oscilloscope trace by virtue
of Equation 1. A typical X-Y phot-o is shown in Figure 4b.

5
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The strain gage bricjeý each consist of' two active elements placed

diametrically opposite to cancel bending waves should any be present.

Strain gage calibration is performed by measuring the velocity of the

striker bar and recording the signal from the resulting pulse on both
strain gage bridges. Since the striker and pressure bars are of the
same material and same cross-section, the resulting strain amplitude due

to a striker velocity v is

K (3)

The longitudinal wave velocity, c, is obtained experimentally by

accurately measuring the wave transit time in the bar as a pulse reflects
back and forth using a time mark generator for the time base measurement.

Density is also determined experimentally, and Young's modulus is

calculated from

E =pc2  (4)

The horizontal axis of the X-Y oscilloscope, which records the

time-integral of the strain pulse from gage No. 2, is also calibrated

dynamically by sending a pulse ef known amplitude an--" time duratiojn down

the bars. The amplitude is determined from the measured striker

velocity from Equation 3; the time duration is twice the wave transit

time in the striker bar.

All date were recorded on Polaroid film from the two oscilloscope

displays and reduced digitally with the aid of'a Hewlett Packard Model

9820 calculator, digitizer, and plotter system.

-~ 6 - ~ . *A
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SECTION III

MATERIALS AND EXPERIMENTS

A number of materials were tested from various sources. The materials,

source, and heat treatment are summiarized in Table 1. The information is

not complete because many of the maiterials were furnished in order to

obtain dynamic stress-strain data for specific applications or programs
and complete information regarding the source or history of the material

was not available. In every case, however, test specimens were machined

from a single piece of stock.

The specimens were machined in accordance with the dimensions,

tolerances, and specifications of Figure 3. At the beginning of the

program several specimens of different materials were strain gaged with

a 0.062" (1.6 mmr) length gage and tested quasi-statically to failure.
In addition to load-strain and load-deflection recordings on X-Y plotters,

a deflection-strain plot was obtained in each case. The deflection-strain

plots were compared for the different materials and found to be nearly

identical. Several least-square fitting attempts resulted in obtaining

an equation

which closely represents all the strain-deflection data obtained on the
variety of materials tested. In this equation, e represents the strain

in percent, and 6 represents tne deflection in mils (.001") between the

grips which are identical in size to the threaded ends of the Hopkinson

bars as shown in Figure 1. The strain-deflection relation, represented

by Equation 5 above, was used in all subsequent experiments of all strain

rates to calculate strain from experimentally observed deflections. In

this manner, the tedious task of bonding small strain gages on each

sample was eliminated. Since the Hopkinson bar tests provide a load-

deflection trace directly, this made It easy to transform the data into

sti'ess-strain curves with the aid of a digitizer. It was determined that

strains could be obtained to an accuracy of better than +5 percent using

this procedure for strains up to approximately 0.05. There was no

7
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TABLE 1

MATERIAL CHARACTERIZATION
Material Designation Source Heat Treatment

6061-T651 Al 0.5" plate (b)
7075-T6 Al 1.0" Dia rod (b)
AISI 1020 (a) (b)
AISI 4340 0.313" Dia rod Annealed, Rc 30
AISI 304 0.375" Dia rod (b)

AISI 321 0.375" x 0.75" bar (b)

AISI 410 0.5" Dia rod Annealed

AF 1410 0.5" VIM/VAR plate (b); Rc 45
300M (a) Aged at 900 0 F, 3 hrs; Rc 54; (c)
RHA 0.375" plate (b); Rc 33
10 B22 (a) 1625*F, water quench, 800'F temper,

1 hr
A-286 0.25" bar forging Solution treated 2 hrs at 16500 F,

oil quench, Aged at 1325*F, 16 hrs,
(c)

Ti 6-4 0.5" bar forging G.E. Spec C5OTF12CL-A; (d)
Ti 6-6-2 0.55" bar fnrging Annealed at 16000 F, 4 hrs in argon;

(d); Heat treated at 1075*F, 2 hrs
in air; (c)

Ti 7-4 0.25" bar forging Annealed at 14506F, 1 hr in vacuum,
cool to 1050*F at 3000 F/hr max., air
cool below 1050*F, stress relieved
at 1020*F, 2 hrs; (c)

Ti 8-1-1 0.4" bar forging G.E. Spec C5OTF23CL-B; (d)
IN718 (a) (b)

90-7-3W (a); No swaging (b)
DU (a) (b)
ETP CU (a) Annealed at 1000F, 1 hr; (c)
S-65 Be (a) Etch to remove 0.004" per surface; (c)

(a) Unknown (b) As received (c) After machining (d) Before machining

8A
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verification of the strain-deflection curve beyond 0.05 strain because
the strain gages peeled off at larger strains in the static tests. Except

for very small strains, the strain-deflection curve is linear, corresponding
to an effective gage length of approximately 0.38" (9.6 nmn) compared to a

true gage length of 0.35" (8.9 nmn) as shown in Figure 3. The difference
is due obviously to the strain contribution of the portion of the
specimen outside the points of tangency of the fillet radii and appears

quite reasonable.

Quasi-static and intermediate rate tests .,iere run on an MTS servo-
controlled hydraulic testing machine over a range of cross-head velocities

corresponding to strain rates from approximately 10 sec- up to 20 sec-1
Although higher velocities could be achieved with the machine, no

meaningful data could be obtained because of inertia effects and load
cell ringing. Load was recorded on the MTS load cell while deflection
was recorded using an LVDT mounted on a special fixture which was made
to hold the specimen in perfect alignment. Load versus deflection was
recorded on an X-Y plotter at the lower loading rates and on an X-Y
oscilloscope at the higher MTS machine rates. Strain rate was obtained
from the (constant) cross -head deflection rate as measured separately with
the LVDT output against time using the linear portion of the strain-
deflection curve, i.e., an effective gage length of 0.38" (9.6 nun).

High rate, split Hopkinson bar tests were conducted over a range in
strain rates of from approximately 10 2 to 10 3 s-1 depending on the
material and the impact velocity. The lowest strain rate obtainable

is governed by the total time available for the test of approximately
300 j45. This is the total time of the loading pulse, which is twice the
wave transit time in the striker bar. Since e = t, an average strain
rate, e, of 100 s for 300 jpsec corresponds to a total strain of only
3 per-cent in the specimen. Since the upper limit of t is fixed in the
experiment by the length of the striker bar, continual decreasing of ý
wil'lteventually reach a load-Ing condition where failure of the specimen
will not be achieved. The upper limit of strain rate of 10 3 s- I was
governed by practical considerations including the rise-time of the

loading pulse, the maximum pulse amplitude governed by the strength of

9
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the input bars and, most important, the split shoulder configuration.
At the highest loading rates, wave reflections and interactions started

to obscure the experimental data.

10
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SECTION IV

RESULTS AND DISCUSSION

Stress-strain curves at low, inte,;mediate, and high strain rates are

presented in Figures 6 through 25. Each low and intermediate rate curve

represents the average of two or three curves obtained under identical

conditions. In all cases, the scatter from test to test was essentially

negligible and the curves thus represent the actual behavior. For the

high rate tests, at least three tests were run~ for each material at

similar strain rates. Again, the scatter from test to test was within

several percent. The actual data points are not presented because the
digitization of the data provided hundreds of points per test which, when

plotted, provided an essentially continuous curve. These curves were

superimposed for each rate and traced to obtain the final curves as

presented.

For each material, a low strain rate curve at a rate of 4.4 x 10-45l

is presented and noted as a strain rate of 4 x 10O4 s- . Note that in

the testing the ram velocity of the machine was kept constant. The actual

velocity of the ends of the specimen is somewhat different due to the

compliance of the machine and loading attachments. Note further that for

small strains the relation between specimen strain and displacement is

also non-linear. It is thus misleading to quote speci~ren strain rate to

an accuracy greater than one significant digit. in a similar manner,
intermediate rate test data are presented corresponding to a calculated

strain rate of 4.4 s - and labeled as such. Finally, the high rate curves

obtained with the Hopkinson bar, apparatus are labeled with the average

strain rate rounded to the nearest hundred.

The use of a very small specimen to obtain a stress-strain curve

and the indirect determination of strain from relative specimen grip
displacement measurements makes the accuracy of the strain values no

better than +5 percent. Furthermore, for very small strains where the

strain-displacement relation (Equation 5) is nonlinear, i.e. for strains

under I percent, the accuracy of the strain calculations is poor. On the

other hand, the use of the identical specimen for tests at all strain

11
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rates anu the -identical manner of calculating strains from grip displace-
ment measurements in each test makes the comparison of data at various
strain rates much more reliable. Thus, although the exact shape and
magnitude of these quasi-static curves could have been obtained much

more accurately, the method used makes direct comparison with the high

rate curves more realistic.

The inherent limitations of the split Hopkinson bar method preclude
its use for determining material behavior in the elastic region because

of stress wave reflections, stress nonuniformity, and large variations in
strain rate during the initial portions of the test. The stress-strain
data obtained from such a test are thus valid only after s-ime degree of
stress and strain rate uniformity is achieved. Figure 26 presents

typical data from a test on Ti 6-4. Note that in this test that strain
rate is changing rapidly for approximately 25 p~s. During this time, a
total strain of over 1 percent has been accumulated. A plot of load or
stress versus strain, based on time integration of strain rate as
obtained from the reflected pulse in the Hopkinson bar, gives an
apparent elastic modulus much lower than the known values for titanium.
This mcrely demonstrates that Hopkinson bar data can only be used to obtain
flow stress data outside of the elastic region or where the fundamental
assumptions of the Hopkinson bar are satisfied. In the curves presented,
the elastic region does not represent experimentally obtained data but is
drawn merely for completeness from known values to provide realistic

stress-strain curves.

Figure 26 also shows the typical variation of strain rate during the
Hopkinson bar test. The average value of strain rate fi~r this test is

shown dashed and is obtained by eyeball estimate. This illustrates why
strain rates are not quoted to better than the nearest hundred in the
Hopkinson bar data because strain rate is not constant in this type of
test.

For comparison with data of other investigators, the stress-strain
curves at various strain rates can be replotted as etress versus log
strain rate using yield stress, ultimate stress, or stress at a fixed

12
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value of either total strain or plastic strain. Figure 27 presents such
a plot for the three stainless steels tested in this investigation in
addition to data of Albertini and Montagnani (Reference 10) for two

materials and Hauser (Reference 8), for AISI 304, although the latter

were obtained in compression. The data indicates an increase of flow

stress with (log) strain rate, with the degree of rate sensitivity
increasing at rates of approximately 10 to 102 s.

Data for the four titanium alloys tested here are presented in
Figure 28 along with compression data for Ti 6-4 from Maiden and Green

(Reference 4). Again, all the titanium alloys show an increase in flow
stress with strain rate with the degree of rate sensitivity apparently
increasing slightly at the higher strain rates. Steidel and Makerov
(Reference 12), tested a number of titanium alloys over a range of

strain rates in tension from 10- to over 10 s- I and repo. ted data showing
an increase in yield stress of approximately 5 IKSi (35M Pa) per decade in
strain rate. This value is consistent with the data of Figure 28 over

the same range in strain rates.

The largest body of data in the literature on strain rate effects
-deals with pure aluminum and aluminum alloys. Surveys such as those by

Lindholm and Bessey (Reference 13) and Jiang and Chen (Reference 14) show
that although there is some degree of strain rate dependence in pure

aluminum, the higher strength aluminum alloys tend to be strain rate
independent over a range in strain rates from approximately 10' to 10~ sl
Most of the data reported, however, were obtained in compressions. Holt,
et al. (Reference 5) show essentiolly no strain rate sensitivity for
6061--16 and 7075-T6 aluminum in compression up to strain rates of 910
and 560, respectively, using a split Hopkinson bar. Similar results were
obtained by Maiden and Green (Reference 4) for the same alloys.

In the data presented in Figures 6 and 7, there appears to be an
increase in flow stress at the highest rates tested for both 6061-T651l and
7075-T6 aluminum, although there is no apparent rate sensitivity up to
the intermediate rate of 4 s-Iin tension. A search of the literature ofIj strain rate effects in those two alloys in tension reveals some interesting

13
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data. For 6061-176 Al, Smith (Reference 15) found an Increase in flow4
stress 1at E = .05 of 15 percent going from a strain rate of 1.7 x 10- to

192 s. This Icompares with an increase of 12 percent in our tests at a

rate of 600 s. Steidel and Makerov (Reference 12) found an increase in

flow stress of approximately 5 percent at a rate of 69 s- , for 6061-T76 Al
while Lindholmi et al. (Reference 16) report approximately 7 percent increase
in yield stress at 10 3 s- for 6061-T651 Al compared to values at quasi

static strain rates. Hoge (Reference 17) shows an increase in yield

stress of approximately 28 percent for 6061-T6 Al going from a strain rate

of 5 x 10- to 65 s- . Data for yield and ultimate stress in tension from

References 12, 15, 17, 18, and 19 have been compiled by Jiang and Chen
(Reference 14) for 6061416 Al and replotted as Figure 29 which also shows

the data from this investigation for e = .04. Although there is a

negligible amount of strain rate sensitivity up to a strain rate of

approximately 10 s- , the degree of rate sensitivity in tension appears to
increase for higher strain rates. This same observation is reported by
Hoge (Reference 17). Earlier experiments by Harding, Wood, and Campbell
(Reference 9) on a high strength aluminum alloy RR77 showed an increase

in flow stress of approximately 25 percent over quasi-static values at
tensile strain rates of approximately 800 and 1800 s-l1 These observations

appear to conflict with observations from compressive tests where little

or no rate sensitivity is observed in aluminum alloys up to strain rates

of approximately 10 S.

The data of Figure 7 indicate an increase in flow stress of approxi-
mately 20 percent for 7075-T6 Al at a rate of 800. - compared to the
quasi-static data. There are insufficient data in the literature on this
alloy for comparison although, as has been noted above, the strain rate

sensitivity for this alloy is negligible in compression at similar strain

rates.

The data for several grades of steel and some miscellaneous materials
are replotted in Figures 30 and 31. Again, it appears that for all of

these materials the strain rate sensitivity is increasing at the higher

strain rates. The data for S-65 grade beryllium were previously reported
(Reference 11) along with the stress-strain curves at various rates and

data for two other grades of beryllium which showed similar degrees of

strain rate dependence.
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SECTION V

CONCLUS IONS

An experimental technique has been developed and demonstrated on over
twenty different materials for obtaining high rate stress-strain data in
tension at strain rates up to approximately 10 s- . Data have been
presented in the form of average stress-strain curves at quasi-static,
intermediate, and high rates of strain on a wide variety of structural
metals and alloys. The data are compared with those of other
investigators and agree favorably. For the aluminum alloys tested here,
a small amount of rate sensitivity is observed in tension at the highest
strain rates which appears to contradict the findings of others based
upon compression test data. An examination of the literature appears

to confirm the rate sensitivity findings in tension and raises the
question for future investigations of the existence and degree of strain
rate sensitivity for high strength aluminum alloys in tension versus

compression.

For a broad range of over twenty structural alloys including
3luminums, titaniums, and steels, the stress-strain curves over a wide
range of strain rates indicate a small amount of strain rate

sensitivity with (log) strain rate up to approximately 10 s- and then
a greater degree of rate sensitivity at h~igher rates of strain.
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Figure 3. Threaded Tension Hopkinson Bar Specimen
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Figure 6. Stress-Strain Curves, 6061-T651 Al
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Figure 7. Stress-Strain Curves, 7075-T6 Al
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Figure 11. Stress-Strain Curves, AISI 321 Stainless Steel
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Figure 12. Stress-Strain Curves, AISI 410 Stainless Steel
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Figure 18. Stress-Strain Curves, Ti 6A1-4V
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Figure 23. Stress-Strain Curves, Toingsten Alloy 90W-7Ni-3Fe

38



AFWIAL-TR-80-4053

DU

0

4 ~ 4 10-4

wCCOL

0 24

STRAIN

Figure 24. Stress-Strain Curves, Depleted Uranium

~39



AFWAL-TR-80-4053

o . ETP CU
0

0

110

U)

U) S

0-0

4 I"

0 0
• 0 50 15 20 25 lO0

STRAIN (1/5)

Figure 25. Stress-StraIa Curves, ETP Copper

40

IM~ dr



AFWAL- TR-80-4053

(NN)I
01 0 9 ip 0

(918-0001) d lovoi
02 1 I0

0C

00

0.0
91 al9 $1

I 441

OW



AFW'AL-TR-80-4053

0
0

0

S2

U)U

S--

o_1 Cm.10

32 C -. 10 C

0 347 (REF 10) C .10
0 304(REFIO) EN-1o
6 304 (REF 8) f: z.04 (COW)

I Li I 1o I I,
STRAIN RATE (0)

)I

Figure 27. Stress-Log Strain Rate Data for Several Stainless

Stols

* 42

.-. -,.--..-. . .. , . .... . . . . - -.. .,'.-" 'i , ... .... .. .....



AFWAL-TR-80-4053

2 6 6-6-2 F, .04
E)7-4 & .04

0 6-4 C Z.04
() s--i M.04

Tp 6-4 (REF 4) C 8.04 (COMP)

10 Id 10 1 10 10

STRAIN RATE (SI

Figure 28. Stress-Log Strain Rate Data for Several Titanium
Alloys

43



AFWAL-TR-80-4O53

2

0 06

-2

0 '3

00 c.0 400E

0

0 0c

0 04

0 * In

4.1

0* 4.

0* 45

ol ol 00 '33ol

44

-7p*



AFWAL-TR-80-4053

0

1020

300M (OPFS ... &.04

10-4 103go 0 0 0 0
STRAIN RATE (s)

Figure 30. Stress-Log Strain Rate Data for Several Steels



AFWAL-TR-80-4053

90-7-3 W

0

ETP CU

.46



AFWAL-TR-80-4053

REFERENCES

1. H. Kolsky, "An Investigation of the Mechanical Properties of
Materials at Very High Rates of Loading", Proc Phys Soc (London),
B62, 676-700 (1949).

2. U. S. Lindholm, "High Strain Rate Tests", in Techniques of Metals
Research, Vol 5, Part 1, Ed. by R. F. Bunshah, John Wiley and
Sons, 1971.

3. U. S. Lindholm, "Some Experiments with the Split Hopkinson
Pressure Bar", J. Mech. Phys. Solids, 12, 317-335 (1964).

4. C. J. Maiden and S. J. Green, "Compressive Wtrain-ate Tests on Six
Selected Materials at Strain Rates From 10-t lo0 in/in/sec",
J. Appl. Mech., 33, 496 (1966).

5. D. L. Holt, S. G. Babcock, S. J. Green and C. J. Maiden, "The
Rate Dependence of the Flow Stress of Some Aluminum Alloys",
Trans ASM,60 152 (1967).

6. U. S. Lindholm and L. M. Yeakley, "High Strain Rate Testing: Tension
and Compression," Expt. Mech., 8, 1-9 (1968).

7. D. R. Christman, W. M. Isbell, S. G. Babcock, A. R. McMillan and
S. J. Green, "Measurements of Dynamic Properties of Materials, Vol II,
Experimental Methods and Techniques", Final Report under Contract
DASAOl-68-C-0114, Report No. DASA 2501-2, MSL 70-23, Vol II,
August 1971.

8. F. E. Hauser, "Techniques for Measuring Stress-Strain Relations at
High Strain Rates", Expt Mech, 6, 395 (1966).

9. J. Harding, E. 0. Wood and J. D. Campbell, "Tensile Testing of
Materials at Impact Rates of Strain", J. Mech Eng Sci, 2, 88-96 (1960).

10. C. Albertini and M. Montagnani, "Testing Techniques Based on the
Split Hopkinson Bar", in Mechanical Properties at High Rates of
Strain, The Institute of Physics, London, 1974.

11. T. Nicholas, "Mechanical Properties of Structural ftrades of
Beryllium at High Strain Rates", Report No. AFML-TR-75-168, Wright-
Patterson AFB, OH, Oct 1975.

12. R. F. Steidel and C. E. Makerov, "The Tensile Properties of Some
Engineering Materials at Moderate Rates of Strain", ASTM Bulletin
247, 57-64 (1960).

13. U. S. Lindholm and R. L. Bessey, "A Survey of Rate Dependent Strength
Properties of Metals", AFML-TR-69-119, Wright-Patterson AFB, Ohio,
April 1969.

47

____



AFWAL-TR-80-4053

REFERENCES (CONCLUDED)

14.- C. W. Jiang and M. M. Chen, "Dynamic Properties of Materials,
Part II - Aluminum Alloys", Report No. AMMRC CTR 74-23,
Watertown, Mass. April 1974.

15. J. E. Smith, "Tension Tests of Metals at Strain Rates up to 200 sec-
Materials Research and Standards, 713-718 (1963).

16. U. S. Lindholm, R. L. Bessey, and G. V. Smith, "Effect of Strain
Rate on Yield Strength, Tensile Strength, and Elongation of Three
Aluminum Alloys", Jour. of Materials, JMLSA, 6, 1, 119-133 (1971).

17. K. G. Hoge, "Influence of Strain Rate on Mechanical Properties of
6061-T6 Aluminum Under Uniaxial and Biaxial States of Stress",
Expt Mech. 6, 209-211 (1966).

18. A. L. Austin and R. F. Steidel, Jr., "The Tensile Properties of
Some Engineering Materials at High Rates of Strain", Proc. ASTM,
1292-1308 (1959).

19. S. J. Green and S. G. Babcock, "High Strain Rate Properties of
Eleven Reentry-Vehicle Materials at Elevated Temperatures", Part I
of Final Report for DASA Contract DA-49-146-XZ-322, TR 66-83,
Part I, Nov 1966.

• !t

48

*U.S.Government Printing Officst 1980 - 757-002/220

7I r

:*•• •. :•;•, .; i'••i;:• ;•. •''•. . ...


